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Abstract – The photovoltaic emulator (PV emulator) described in the paper is used for laboratory exercises in the courses Renewable 
Energy Sources and Emergency/Standby Power Supply Systems in the Graduate (Master) Studies in Electrical Engineering – Power 
Systems Engineering and Principles of Power Electronics in the Undergraduate (Bachelor) Studies in Electrical Engineering as well as 
for scientific research relating to setting an optimal photovoltaic system for regional climatic elements. The paper gives a detailed 
description of subsystems of the PV emulator as well as a possibility of DC programmable sources of the subsystem. It is shown how 
electricity production from the photovoltaic system with peak power of up to 12 kW can be emulated by using the PV emulator for 
one chosen day in the month.
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1. INTRODUCTION
An increasing interest in and demand for photovol-
taic systems have set new requirements for PV equip-
ment manufacturers. It was necessary to find more 
sophisticated ways of testing photovoltaic equipment, 
primarily with regard to inverters and maximum power 
point track (MPPT) systems. The output power of pho-
tovoltaic modules is influenced by two factors [1]: solar 
radiation (isolation) and temperature of a PV cell, i.e., 
PV module. The previous generation of PV electronic 
equipment was tested under real weather conditions, 
as the first generation systems were less powerful. 
However, it is often difficult to carry out testing under 
real operating conditions on modern PV systems of 
100 kW or more, due to the issues of space, price and 
dependence on weather conditions, the latter becom-
ing the dominant factor when testing such equipment. 
These are the very reasons for the emergence of the 
need to use programmable DC sources emulating the 
characteristics of PV modules, which gave them their 
name – photovoltaic module emulators. Such sources 
are used to further test and develop electronic equip-
ment built into photovoltaic systems, such as inverters 
and MPPT systems. There are currently several types 
of programmable DC sources on the market that can 
emulate photovoltaic modules, with power outputs 
ranging from several kW up to 2000 kW [2-4].
Once inverters and MPPT systems have been tested 
in this manner, conditions are created for a more im-
portant task – an evaluation of electrical power pro-
duced by a selected photovoltaic system. An electronic 
system used for the evaluation of electrical power gen-
erated by photovoltaic modules is called a photovol-
taic emulator. There are several different concepts of 
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PV emulator realization. One of those is aimed at simu-
lation, where PV emulator modeling is used in special 
software, such as e.g. MATLAB [5]. It is typical of this ap-
proach that physical quantities – currents and voltages 
– are scaled to amounts that are safe for handling and 
accessible for measurements [6]. One such system is 
Typhoon HIL [7], which supports this simulation-based 
approach with its HIL emulator series.
For the emulation of photovoltaic systems, the au-
thors have chosen another, energy-based approach, 
where instead of scaling currents and voltages, real 
voltage and current values would be obtained by mea-
suring. Measurements of the v-i characteristic of pho-
tovoltaic modules should be obtained in advance for 
this approach. Therefore, database [8] is used. Measure-
ment results stored in database were used as input pa-
rameters of the PV emulator.
2. SET UP OF PV EMULATOR
A laboratory model of a PV emulator used in this paper 
consists of two programmable DC sources, one KACO in-
verter and necessary protective devices and it is shown in 
Fig.1. Programmable DC sources are connected to an AC 
network supply, and they convert AC currents into DC cur-
rents. DC currents on the output of DC sources are defined 
by characteristics set up in the PV emulator. Programma-
ble DC sources LAB/HP 101000 by ET SYSTEM are used. 
They generate DC currents of up to 10 A and voltages of 
up to 1000 V and can simulate a photovoltaic module. 
Compared to photovoltaic modules, output parameters 
of programmable DC sources LAB/HP 101000 are inde-
pendent of climatic elements (sun isolation, temperature, 
etc.). Programmable DC sources LAB/HP 101000 are used 
as an input subsystem of a PV emulator for testing pho-
tovoltaic electronic equipment like inverters or an MPPT 
control circuit, because they can always give output char-
acteristics of a photovoltaic model needed for testing.
The inverter is one of the main subsystems of a PV 
emulator. KACO 12.0 TL3 inverter is selected due to the 
possibility of using two MPPT inputs, Fig. 2. It means 
that the inverter KACO 12.0 TL3 can be supplied by two 
programmable DC sources. DC power produced from 
programmable DC sources is converted into AC power 
by using the KACO 12.0 TL3 inverter. The converted AC 
power is submitted into the electric power system.
The connection of programmable DC sources on 
the connection board of the inverter is shown in Fig. 
2. The acronym MPPT stands for Maximal Power Point 
Tracking and it marks that operating point in which the 
photovoltaic module or string of photovoltaic modules 
gives the maximal power at a given load. The first MPPT 
system of the inverter is marked with letter A and the 
second with letter B. They have DC+ and DC – inputs. 
It is important to take care of the right polarity by con-
necting programmable DC sources LAB/HP 101000 on 
the MPPT system inputs.
Fig. 1. Laboratory set up of a PV emulator
Fig. 2. The connection of two DC sources 
to two MPPT inputs 
The output voltage of the KACO 12.0 TL3 inverter is 
synchronized with the power grid voltage. Therefore, 
there is no need for additional synchronization elec-
tronic equipment. The ON/OFF switch enables turn-
ing on to work on the grid in any moment as well as 
turning off for maintenance. The value of produced 
energy on daily, weekly and monthly base as well as all 
recorded power data can be recorded and transferred 
to a USB device which is connected to a separate con-
nector. The KACO 12.0 TL3 inverter also provides real 
time measurements, such as measurements of power 
produced instantaneously, voltages, currents, etc.
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The schematic diagram of a PV emulator used in this 
paper is shown in Fig.3. A differential current switch 
(RCD), an overvoltage protector (surge resistor) and 
fuses are embedded in the protective device box.
Fig. 3. The connection of two DC sources 
to two MPPT inputs 
3. MEASUREMENT OPTIONS
A programmable DC source LAB/HP 101000 made by 
ET SYSTEM has five possible operating modes: UI mode, 
UIP mode, UIR mode, PVsim mode and Script mode. In UI 
operating mode, supply current (I) and supply voltage (U) 
are limited. In UIP operating mode, in addition to current 
and voltage, power (P) is limited as well. UIR operating 
mode simulates the operation of a real voltage source. 
PVsim operating mode is used for photovoltaic module 
simulations. For photovoltaic module simulation as well 
as for a string of photovoltaic module simulation, it is 
necessary to define the following four characteristic val-
ues:  UOC – open circuit voltage of the module, UMPP  –  MPP 
module voltage, ISC – short circuit current of the module, 
and IMPP – MPP module current. In script operating mode, 
the DC source executes the program code from the SD 
card inserted in the SD-card slot on the DC source. The 
programmable DC source operating in script mode can 
be programmed for work in UI, UIP, UIR and PVsim modes.
Fig. 4. Scheme for testing operating modes 
of a DC source 
A schematic diagram of testing operating modes of a 
programmable DC source (UI, UIP, UIR and PVsim mode) 
is shown in Fig.4. The PV module emulator is connected 
to a three-phase AC supply system. A variable resistor R 
is connected to the DC source output as load. The load 
current and voltage are measured with the U-I method. 
The change in the load resistance R causes a change in 
load current and the operating point.
Fig. 5. Possible operating point areas for: a) UI mode, 
b) UIP mode, c) UIR mode and d) PVsim mode
Possible operating point areas for: a) UI mode, b) UIP 
mode, c) UIR mode and d) PVsim mode are shown in 
Fig.5., and they were colored gray. The load voltage is 
set on the x-axis and load current is set on the y-axis. 
This characteristic is called a v-i characteristic. The pos-
sible operating point area is colored gray. Every oper-
ating point area is limited by voltage (U-limit), current 
(I-limit) and/or power (P-limit). The v-i characteristic for 
PVsim operating mode and an operating point marked 
with a small white dot is shown in Fig.6.
The variable load resistance is set to 3.5  Ω. The v-i 
characteristic of the photovoltaic module BISOL BMU-
250 is simulated by PVsim operating mode of a DC 
source and it is shown in Fig 6.
Fig. 6. v-i characteristics simulated by PVsim 
operating mode and operating point [9]
The voltages and currents of the simulated v-i char-
acteristic of the photovoltaic module BISOL are scaled 
four times regarding a technical characteristic of mea-
surement equipment. Sun insolation was 800 W/m2 and 
the photovoltaic cell temperature was 44 °C. Character-
istic values of voltages and current of the simulated v-i 
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(1)
(2)
where: n – total number of modules in series; m – 
total number of parallel branches with modules con-
nected in series.
Values of voltage and current at MPP, UMPPN, IMPPN are 
obtained in the same way.
(3)
(4)
Fig. 7. Input data for PV system emulation 
After the procedure of PV module emulation is de-
scribed, emulation has been obtained for the selected 
PANASONIC VBHN240SE10 modules. The 12kW PV sys-
tem consisted of 50 modules connected into 4 strings (2 
strings with 13 modules and 2 strings with 12 modules). 
Data used for calculation of input parameters of the PV 
module emulator were taken from database [8] for the 
day 9 April 2014, and this is shown in Fig.7. The database 
was created in scientific research conducted under the 
IPA Cross-border Co-operation Programme Hungary-
Croatia, project REGPHOSYS: Photovoltaic Systems as 
Actuators of Regional Development, with the Faculty of 
Electrical Engineering in Osijek as a project leader and 
the Hungarian Academy of Sciences, Center for Regional 
Studies, Pécs, as a project partner [11].
The calculated input data for PV system emulation, 
string voltage and string(s) current, and voltage and 






The input data are then entered in DC programmable 
sources and emulation was performed. To have emula-
tion as accurate as possible, these data can be entered 
in the PV module emulator with different time inter-
vals. After completing emulation of the PV system, all 
data on the DC or the AC side of the PV system can be 
downloaded from the inverter. These data are current 
and  voltage of the strings, IDC1,2, UDC1,2, power of the 
strings PDC1,2, output values such as phase currents and 
phase voltages; IAC1,2,3, UAC1,2,3, total DC and AC power, 
PDC, PAC. As shown, all data are collected at intervals of 
15 minutes.
Emulated electricity production was 23.11kWh, as Fig. 
8. The efficiency of the inverter can be calculated from:
(9)
The efficiency rate of the inverter of this emulation 
was 98.7%. This data is used for analytical calcula-
tion of electricity production. The analytical method 
is obtained for two reasons. Firstly, it saves time in 
characteristic of the photovoltaic module BISOL were: 
ISC=7.08:4=1.77 A, IMPP=6.68:4=1.67 A, UOC=35.1:4=8.75 
V, UMPP=27.7:4=7 V. The output power of a program-
mable DC source was 11.49 W and it was determined 
by load resistance. By changing the load resistance R, 
it can be observed that if, for example, the operating 
point is set to the current limitation straight line (I-limit) 
and load resistance decreases due to impossibility of 
further increase of current, the voltage of the emulator 
will increase and the operating point will move right 
along on the straight line or a curve defined by current 
limitation.
Apart from the aforementioned operation modes, 
the PV module emulator can also operate in the mas-
ter/slave mode. This operating mode is used by link-
ing up two or more programmable DC sources to-
gether. By this operating mode, one of the PV module 
emulators is the master and others are slaves. The pa-
rameters set on the master PV module emulator will 
be transferred automatically and set on every other 
linked PV module emulator.
4. EMULATION OF PV SYSTEM
It is necessary to know the basic properties of a PV 
system to perform emulation. Also, it is necessary to 
know specific characteristics of modules a PV system 
is made up of. Therefore, the PV system with peak 
power of up to 12 kW is chosen for emulation and 
PANASONIC VBHN240SE10 [10] modules are used as 
PV modules of the PV system. To be more specific, 
this PV system is built up of 50 modules and each has 
power of 240 kW.
The next step in emulating the PV system is to pre-
pare input parameters for the PV module emulator. The 
basic and most important data necessary for perform-
ing module emulation are parameters of the v-i charac-
teristic of the photovoltaic module. There are: open cir-
cuit voltage (UOC), short circuit current (ISC) and voltage 
and current (UMPPN and IMPPN) at maximum power point 
(MPP). Voltage and current of the string, USTR, ISTR, are 
obtained by using the following expressions:
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(10)
where: UMPP1 and UMPP2 – string voltages at MPP, IMPP – 
string currents at MPP.
AC power PAC is then calculated as:
(11)
(12)
Fig. 8. Data emulated from the inverter 
where t1 and t2 are instants of time for two chosen 
input data.
A relative difference between electricity production 
given by analytical calculation and emulation ∆W is 
about 2%. This difference is obtained as the ratio of 
emulated (23.11kWh) and calculated (23.58kWh) elec-
tricity production: 
(13)
where: WAN. – electricity production given by analyti-
cal calculation, WEMU. – electricity production given by 
emulation.
Fig. 9. Analytical data for chosen PV system 
emulation
Both groups of data are in Fig. 8. and Fig. 9., respec-
tively.
5. CONCLUSION
An advantage of this kind of a photovoltaic emula-
tor in assessing electrical production from photovoltaic 
systems based on different PV modules is reflected in 
the following:
a. a photovoltaic emulator requires much less 
space than a photovoltaic system,
b. independence of solar irradiance, i.e., time of the 
day,
c. a possibility to emulate PV systems with various 
technologies of a photovoltaic module,
d. built-in protection for measurements, protecting 
the equipment as well as the operator,
e. calibration of other devices.
Emulation of the photovoltaic system with peak 
power of up to 12 kW is obtained based on the 
measurement of the photovoltaic module PANASONIC 
VBHN240SE10 v-i characteristics for one chosen day 
in the month. These data can be used for studying 
an optimal photovoltaic system regarding regional 
climatic elements. 
electricity production estimation but estimation is 
very sensitive to time intervals of the chosen v-i char-
acteristic parameters and it always results in larger 
errors and value deviations with respect to emula-
tion. Secondly, the analytical method can be used as 
a good check point for emulated results. 
The analytical method was carried out for PANASON-
IC modules. In addition to values that are necessary for 
emulation, it is additionally required to know DC power 
(PDC). DC power is obtained by the expression:
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